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Input Power: 120-277 VAC 50/60 Hz

 PL-UVP-1S-I Single Lamp*
0.51 A/120V Thru 0.22 A/277V

 PL-UVP-1D-I Dual Lamps*
0.51 A/120V Thru 0.22 A/277V

 PL-UVP-1T-I Triple Lamps*
1.02 A/120V Thru 0.44 A/277V

 PL-UVP-1Q-I Quad Lamps*
1.02 A/120V Thru 0.44 A/277V

PL-UVP-SDTQ-STK 6.14.18

IP54

ETL LISTED
CONFORMS TO UL STD 1598
CERTIFIED TO CAN/CSA  
STD C22.2 NO. 250.0

THIS DEVICE COMPLIES 
WITH PART 18 OF THE 

FCC RULES.

WARNING
DO NOT CONNECT TO UNGROUNDED SUPPLY

PROTECT EYES FROM UV LIGHT 
DANGER - RISK OF SHOCK - TURN OFF UNIT OR  

DISCONNECT POWER BEFORE SERVICING

ATTENTION
NE PAS SE CONNECTOR A UNE  

ALIMENTATION NON MISE A LA TERRE
PROTEGER LES YEUX DE LA LUMINIERE UV

DANGER - RISQUE D’ÉLECTROCUTION -  
DÉCONNECTEZ AVANT L’ENTRETIEN

SUITABLE FOR WET LOCATIONS 
SUITABLE FOR AIR HANDLER USE 
SUITABLE FOR AMBIENT UNDER 50° C

GERMICIDAL UV LIGHT SYSTEM
POWER SUPPLY


